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Herguth Labs, Inc. - Spectrographic Wear Metal Analyses (Net)
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Pre Treatment at 26,324  Total Miles
Treatment  + 5,426 Miles (31,750 Total)
Treatment + 10,496 Miles (36,820 Total)
Treatment + 15,826 Miles (42,150 Total)
Treatment + 21,456 Miles (47,780 Total)
Treatment + 25,907 Miles (52,231Total)
Treatment + 40,165 Miles (66,489 Total)
Treatment + 44,943 Miles (71,267 Total)
Treatment + 50,503 Miles (76,827 Total)
Treatment + 55,612 Miles (81,936 Total)
Treatment + 61,397 Miles (87,721 Total)

Treatment + 67,319 Miles (93,643 Total)
Treatment + 73,736 Miles (100,060 Total)
Treatment + 79,971 Miles (106,115 Total)
Treatment + 90,458 Miles (116,782 Total)
Treatment + 94,356 Miles (120,680 Total)
Treatment + 99,088 Miles (125,412 Total)
Treatment + 104,016 Miles (130,340 Total)
Treatment + 109,456 Miles (135,780 Total)
Treatment + 119,352 Miles (145,676 Total)
Treatment + 125,686 Miles (152,010 Total)

Advanced Lubrication Technology, Inc.
1998 Volvo S70 T5 - Motor Silk: Boron CLS Bond Oil Additive


